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JK02 is made from high alloy aluminum with excellent heat dissipation capability. It 
can be used virtually with all the tape light lines and is specifically most suitable to 
work with Madrid 120V RGBW tape, for which it will provide full uniformity 
without any pixelation. In order to secure it very well to surfaces, it has an 
indentation in its center so it can be drilled through and be fixed to surfaces 
directly without using mounting clips. 

Office
Wall

Applications:
 Surface Mount
Ceiling
Hallways

Extruded Aluminum
Anodized Silver
L 78.74"  x W 1.38”  x H 1.41” 
Cut to specified length

Product Detail:
Material:
Color:
Dimension (in):
Customization:

JK02 | Surface Mount Extrusion

JK02
Extrusion

JK02 + JK02-SL
Extrusion + Lens

JK02-EC
End Cap

1.
41

”

1.38”

1.22”



July-2021408-661-2367www.Beulux.com

Compatible LED Tapelight

Cut 
Increment

Max Run 
Length

VoltageCRIEfficacy 
(~lm/watt)

Consump. 
(watt/ft)

LEDs/ftOutput
(~lm/ft)

Product

Madrid (120V)
4”164’120V>90754.018300L300

3”66’120V>90856.028500L500

1’164’120V>90n/a3.060n/aRGBW

Florence (Mid-Range)
2"55’24V>901251.636200L200

2”42’24V>901242.936360L360

2”32’24V>901164.336500L500

2”24’24V>901136.936780L780

2”16’24V>901089.236990L990

2”16’24VN/A297.336200RGB

2.5”16’24VN/A477.329330RGBW

2”16’24V>901005.973590Tunable White

Athens (Economy)
2”26’24V>901172.136240L240

2”16’24V>901144.136460L460

2”13’24V>901096.336680L680

Paris (MegaCRI 95+)
2"16’24V>95926.136564L500

Vienna (High End)
2”75’24V>801230.733690L90

2"47’24V>801111.6236180L180

2"34'24V>801082.736270L270

2"25’24V>801093.936400L400

2"18’24V>801046.236610L610

2"10'24V>801049.736910L910

JK02 | Surface Mount Extrusion
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JK02 | Surface Mount Extrusion

Ordering Code:  JK02 + Tapelight + Accessories

- 4 ft- MC- ECCT27IP00- L200- F- SLJK02

Run 
Length

MountingEnd CapCCTIP RatingOutputTapelightLensModel

Enter run 
length

Mounting 
Clip

MCEnd CapEC2200k
2700k
3000k
3500k
4000k

CT22
CT27
CT30
CT35
CT40

Indoor
Outdoor

IP00
IP66

~ 90 lm/ft
~ 180 lm/ft
~ 270 lm/ft
~ 400 lm/ft
~ 610 lm/ft
~ 910 lm/ft

L90
L180
L270
L400
L610
L910

ViennaVSatined
Lens

SLJK02

2700k
3000k
3500k
4000k

CT27
CT30
CT35
CT40

Indoor
Outdoor

IP00
IP66

~ 200 lm/ft
~ 360 lm/ft
~ 500 lm/ft
~ 478 lm/ft
~ 990 lm/ft

L200
L360
L500
L780
L990

FlorenceF

NAIndoor
Outdoor

IP00
IP54

RGB
RGBW
Tunable 
White

RGB
RGBW
TW

2700k
3000k
3500k
4000k

CT27
CT30
CT35
CT40

Indoor
Outdoor

IP00
IP66

~ 240 lm/ft
~ 460 lm/ft
~ 680 lm/ft

L240
L460
L680

AthensA

2700k
3000k
3500k
4000k

CT27
CT30
CT35
CT40

IndoorIP20~ 500 lm/ftL500ParisP

2700k
3000k
3500k
4000k

CT27
CT30
CT35
CT40

OutdoorIP65~ 300 lm/ft
~ 500 lm/ft

L300
L500

MadridM

N/AOutdoorIP65RGBWRGBW
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JK02 | Surface Mount Extrusion

Power Supply Ordering Codes

DTR60IP67 - Dimming, 60 Watt, IP67IP67+60+DTR

DIMENSIONOUTPUTINPUTIP RATING+POWER+MODEL

3.90 x 3.82 x 1.42
5.08 x 3.82 x 1.50
6.26 x 3.82 x 1.50
7.84 x 3.85 x 1.50
8.46 x 4.53 x 1.18
8.46 x 4.53 x 1.18

24V88-264VIndoorIP0050 Watt
75 Watt
100 Watt
150 Watt
200 Watt
320 Watt
750 Watt
1000 Watt

50
75
100
150
200
320
750
1000

Non-DimmingNTR

3.03 x 1.57 x 1.14
3.03 x 1.57 x 1.14
3.31 x 2.24 x 1.16
3.31 x 2.24 x 1.16

24V90-264VIndoorIP4212 Watt
16 Watt
25 Watt
35 Watt

12
16
25
35

4.65 x 1.38 x 1.02
5.83 x 1.57 x 1.18
6.40 x 1.67 x 1.26
7.48 x 2.05 x 1.46
7.52 x 2.48 x 1.48
9.61 x 2.68 x 1.53

24V90-264VOutdoorIP6720 Watt
35 Watt
60 Watt
100 Watt
150 Watt
240 Watt

20
35
60
100
150
240

5.83 x 1.57 x 1.26
5.83 x 1.57 x 1.26
6.40 x 1.70 x 1.26
6.40 x 1.70 x 1.26
6.34 x 2.40 x 1.42
8.66 x 2.68 x 1.53
8.66 x 2.68 x 1.53
8.97 x 2.68 x 1.58
8.97 x 2.68 x 1.58
9.88 x 2.68 x 1.58
9.92 x 3.54 x 1.72
10.32 x 4.92 x 1.72
11.02 X 5.67 X 1.91

24V90-305VOutdoorIP6716 Watt
25 Watt
40 Watt
60 Watt
90 Watt
100 Watt
120 Watt
150 Watt
185 Watt
240 Watt
320 Watt
480 Watt
600 Watt

16
25
40
60
90
100
120
150
185
240
320
480
600

Dimming
(0-10V)

DTR

4.92 x 2.20 x 0.79
4.92 x 2.20 x 0.79
4.92 x 2.20 x 0.79
4.92 x 2.20 x 0.79
4.92 x 2.20 x 0.79
9.24 x 3.00 x 2.74

24V120VOutdoorIP6720 Watt
40 Watt
60 Watt
75 Watt
96 Watt
150 Watt
150 Watt

20
40
60
75
96
150
200

Dimming
(Forward Phase)

FPD


