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The LM55 is a cove/perimeter extrusion made from anodized aluminum that creates the same 
effect as a cove light but is easier to install and offers significant cost advantage.  It throws light 
further across the ceiling than traditional built-in coves and eliminates the sharp cut-off.  The 
flanges and front face of the extrusion are to be mudded over and painted together with the 
wall, which will make the LM55 extrusion visually disappear.  Due to the large aluminum surface, 
LM55 provides ample heat dissipation and guarantees longevity of the light source.

Product Detail:

Material:

Color:

Dimension (in):

Customization:

Extruded Aluminum

Anodized Silver

L 78.74  x W 0.94  x H 3.46 

Cut to specified length

Applications:

▪ Recessed

▪ Perimeter

▪ Offices

▪ Hallways

▪ Dining

▪ Accent

▪ Wall

▪ Cove

LM55 | Perimeter/Cove Extrusion

Compatible Accessories

LM55-SL LM55-EC

End Cap

Satined Lens

6” from ceiling
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Compatible LED Tapelight

Product Output

(~lm/ft)

LEDs/ft Consump. 

(watt/ft)

Efficacy 

(~lm/watt)

CRI Voltage Max Run 

Length

Cut 

Increment

Vienna (High End)

L90 90 36 0.73 123 >80 24 75’ 2”

L180 180 36 1.62 111 >80 24 47’ 2"

L270 270 36 2.7 108 >80 24 34’ 2"

L400 400 36 3.9 109 >80 24 25’ 2"

L610 610 36 6.2 104 >80 24 18’ 2"

Florence (Mid-Range)

L200 200 36 1.6 125 >90 24 55’ 2"

L360 360 36 2.9 124 >90 24 42’ 2”

L500 500 36 4.3 116 >90 24 32’ 2”

L780 780 36 6.9 113 >90 24 24’ 2”

RGB-3838 N/A 73 5.0 N/A N/A 24 16’ 1”

RGBW 305 29 7.0 44 >90 24 13’ 2.46”

Tunable White 590 73 5.9 100 >90 24 16’ 2”

Athens (Economy)

L240 240 36 2.1 117 >90 24 26’ 2”

L460 460 36 4.1 114 >90 24 16’ 2”

L680 680 36 6.3 109 >90 24 13’ 2”

Paris (MegaCRI 95+)

L500 564 36 6.1 92 >95 24 16’ 2"
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Ordering Code:  LI05 + Tapelight + Accessories

LM55 - SL - F - L200 - IP00 - CT27 - EC - 4 ft

Model Lens Tapelight Output IP Rating CCT End 
Cap

Run 
Length

LM55 SL Satined 
Lens

V Vienna L90
L180
L270
L400
L610

~ 90 lm/ft
~ 180 lm/ft
~ 270 lm/ft
~ 400 lm/ft
~ 610 lm/ft

IP00
IP66

Indoor
Outdoor

CT22

CT27

CT30

CT35

CT40

2200k

2700k

3000k

3500k

4000k

EC End 
Cap

Enter run 
length

F Florence L200
L360
L500
L780

~ 200 lm/ft
~ 360 lm/ft
~ 500 lm/ft
~ 780 lm/ft

IP00
IP66

Indoor
Outdoor

CT27

CT30

CT35

CT40

2700k

3000k

3500k

4000k

RGB-3838
RGBW
TW

RGB-3838
RGBW
Tunable White

IP00
IP54

Indoor
Outdoor

NA

A Athens L240
L460
L680

~ 240 lm/ft
~ 460 lm/ft
~ 680 lm/ft

IP00
IP66

Indoor
Outdoor

CT27

CT30

CT35

CT40

2700k

3000k

3500k

4000k

P Paris L500 ~ 500 lm/ft IP20 Indoor CT27

CT30

CT35

CT40

2700k

3000k

3500k

4000k
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Power Supply Ordering Codes

DTR + 60 + IP67 DTR60IP67 - Dimming, 60 Watt, IP67

MODEL + POWER + IP RATING INPUT OUTPUT DIMENSION

NTR Non-Dimming 50
75
100
150
200
320

50 Watt
75 Watt
100 Watt
150 Watt
200 Watt
320 Watt

IP00 Indoor 88-264V 24V 3.90 x 3.82 x 1.42
5.08 x 3.82 x 1.50
6.26 x 3.82 x 1.50
7.84 x 3.85 x 1.50
8.46 x 4.53 x 1.18
8.46 x 4.53 x 1.18

12
16
25
35

12 Watt
16 Watt
25 Watt
35 Watt

IP42 Indoor 90-264V 24V 3.03 x 1.57 x 1.14
3.03 x 1.57 x 1.14
3.31 x 2.24 x 1.16
3.31 x 2.24 x 1.16

20
35
60
100
150
240

20 Watt
35 Watt
60 Watt
100 Watt
150 Watt
240 Watt

IP67 Outdoor 90-264V 24V 4.65 x 1.38 x 1.02
5.83 x 1.57 x 1.18
6.40 x 1.67 x 1.26
7.48 x 2.05 x 1.46
7.52 x 2.48 x 1.48
9.61 x 2.68 x 1.53

DTR Dimming
(0-10V)

16
25
40
60
90
100
120
150
185
240
320
480
600

16 Watt
25 Watt
40 Watt
60 Watt
90 Watt
100 Watt
120 Watt
150 Watt
185 Watt
240 Watt
320 Watt
480 Watt
600 Watt

IP67 Outdoor 90-305V 24V 5.83 x 1.57 x 1.26
5.83 x 1.57 x 1.26
6.40 x 1.70 x 1.26
6.40 x 1.70 x 1.26
6.34 x 2.40 x 1.42
8.66 x 2.68 x 1.53
8.66 x 2.68 x 1.53
8.97 x 2.68 x 1.58
8.97 x 2.68 x 1.58
9.88 x 2.68 x 1.58
9.92 x 3.54 x 1.72
10.32 x 4.92 x 1.72
11.02 X 5.67 X 1.91

FPD Dimming
(Forward Phase)

20
40
60
75
96
150

20 Watt
40 Watt
60 Watt
75 Watt
96 Watt
150 Watt

IP67 Outdoor 120V 24V 4.92 x 2.20 x 0.79
4.92 x 2.20 x 0.79
4.92 x 2.20 x 0.79
4.92 x 2.20 x 0.79
4.92 x 2.20 x 0.79
9.24 x 3.00 x 2.74
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LM55 | Perimeter/Cove Extrusion

❶ ❷ ❸

❹

Installation: 24V Tapelight + Extrusion + Lens

Use flat head screw to screw 
extrusion onto surface through 

flange

Secure lens A onto extrusion Mud over flange and front face of 
extrusion, then finish and paint

Remove lens A and discard.  Clean 
inside of extrusion from all dust and 

debris

❺
Adhere tape light to extrusion.  

Ensure there’s no air pocket 
between extrusion and tape light.

❻

Snap lens B onto extrusion and 
enclose both ends of fixture with 

end caps

Note: each extrusion comes with 2 lens.  
• Lens A: Prevents debris from entering extrusion, 

to be discarded
• Lens B: Clean lens for finished install 
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