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MudFlex HC – Specification
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Unleash your creativity with MudFlex Honeycomb! Create elegantly curved and perfectly uniform 
lines of illumination, honeycomb anti-glare, seamlessly integrated into walls and ceilings. Simply 
draw your desired shape on unfinished drywall, route it out (best with a ¾”x ¾”router) and mount 
our ultra-flexible aluminum extrusion into the routed slot. At under 5/8″ deep, it easily fits over 
studs and simplifies installation. Then mud over the flanges and finish and paint together with 
wall/ceiling. Snap in the 3D bending fixture, connect the driver, and watch your custom lighting 
design glow into your beautiful creation.

Honeycomb
Anti-Glare

Honeycomb
Anti-Glare
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MudFlex HC – Technical Data

Technical Information:

Product CCT Output
(lm/ft)

Consump. 
(watt/ft)

Efficacy 
(lm/watt)

CRI Voltage Max 

Length

Min 

Cut

MF16HC
White

2700K ~ 95 ~ 2.9 W ~ 38 >90 24V 32’ 1.97"

3000K ~ 100 ~ 2.9 W ~ 41 >90 24V 32’ 1.97"

3500K ~ 105 ~ 2.9 W ~ 42 >90 24V 32’ 1.97"

4000K ~ 110 ~ 2.9 W ~ 42 >90 24V 32’ 1.97"

5000K ~ 110 ~ 2.9 W ~ 42 >90 24V 32’ 1.97"

6000K ~ 105 ~ 2.9 W ~ 42 >90 24V 32’ 1.97"

MF16HC
Black

2700K ~ 40 ~ 2.9 W ~ 14 >90 24V 32’ 1.97"

3000K ~ 45 ~ 2.9 W ~ 15 >90 24V 32’ 1.97"

3500K ~ 45 ~ 2.9 W ~ 16 >90 24V 32’ 1.97"

4000K ~ 50 ~ 2.9 W ~ 16 >90 24V 32’ 1.97"

5000K ~ 50 ~ 2.9 W ~ 16 >90 24V 32’ 1.97"

6000K ~ 45 ~ 2.9 W ~ 15 >90 24V 32’ 1.97"

Ordering Code Example: MF16HC-WC30-DUD-16’-F
MudFlex 16 Honeycomb, White Color, 3000K, Dimming, 16 ft, Front cable entry

F

Cable Entry

F    Front
S    Side
B    Bottom

30

CCT

27   2700K

30   3000K

35   3500K

40   4000K

50   5000K

60   6000K

WC       

Color

WC    White

BC     Black

MF16HC

Model

MF16HC 

MudFlex

Honeycomb

DUD

Driver

NTR  
Non-Dimming

DUD  
Universal Dimming 
0.1%-100%
Triac/0-10V/
10V PWM/
Potentiometer

FPD  
Forward Phase 
Dimming 1%-100%

16’

Length

Enter 
run 
length

Color

    White

     Black
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MudFlex HC – Technical Data

Bending Instruction

Side Bend

Min bending 
R 9” / Ø 18”

Top Bend Out

Min bending 
R 6” / Ø 12”

Top Bend In

Min bending 
R6” / Ø 12”

Cable Entry:

Front

Side

Bottom

End
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MudFlex HC – Black

Mud-In Extrusion

Top Bend

Side Bend

Dual Bend

Dual Bend

Top Bend
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MudFlex HC – White

Mud-In Extrusion

Top Bend

Side Bend

Dual Bend

Top Bend
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MudFlex HC – Power Supplies

Power Supply Ordering Codes

DUD + 60 + IP65 DUD60IP65 - Dimming, 60 Watt, IP65

MODEL + POWER + IP RATING INPUT OUTPUT DIMENSION

NTR Non-Dimming 50
75
100
150
200
320
750
960

50 Watt
75 Watt
100 Watt
150 Watt
200 Watt
320 Watt
750 Watt
960 Watt

IP00 Indoor 88-264V 24V 3.90 x 3.82 x 1.42
5.08 x 3.82 x 1.50
6.26 x 3.82 x 1.50
7.84 x 3.85 x 1.50
8.46 x 4.53 x 1.18
8.46 x 4.53 x 1.18
9.84 x 5.00 x 1.61
11.60 x 5.00 x 1.61

12
16
25
35

12 Watt
16 Watt
25 Watt
35 Watt

IP42 Indoor 90-264V 24V 3.03 x 1.57 x 1.14
3.03 x 1.57 x 1.14
3.31 x 2.24 x 1.16
3.31 x 2.24 x 1.16

20
35
60
100
150
240
320

20 Watt
35 Watt
60 Watt
100 Watt
150 Watt
240 Watt
320 Watt

IP67 Outdoor 90-264V 24V 4.65 x 1.38 x 1.02
5.83 x 1.57 x 1.18
6.40 x 1.67 x 1.26
7.48 x 2.05 x 1.46
7.52 x 2.48 x 1.48
9.61 x 2.68 x 1.53
9.92 x 3.54 x 1.72

DUD Dimming
0.1%-100%

Universal:
Triac/0-10V/
10V PWM/
Potentiometer

18
24
36
48
60
80
96
120
150
200
300

18 Watt
24 Watt
36 Watt
48 Watt
60 Watt
80 Watt
96 Watt
120 Watt
150 Watt
200 Watt
300 Watt

IP65 Outdoor 110-277V 24V 5.04 x 2.09 x 0.83
5.04 x 2.09 x 0.83
5.98 x 2.32 x 0.83
5.98 x 2.32 x 0.83
5.98 x 2.32 x 0.83
7.17 x 2.32 x 0.83
7.16 x 2.48 x 1.49
7.16 x 2.48 x 1.49
9.92 x 2.48 x 1.49
9.92 x 2.48 x 1.49
12.1 x 2.48 x 1.49

FPD Dimming min 1%
(Forward Phase)

40
60
75
96

40 Watt
60 Watt
75 Watt
96 Watt

IP67 Outdoor 120V 24V 4.92 x 2.20 x 0.79
4.92 x 2.20 x 0.79
4.92 x 2.20 x 0.79
4.92 x 2.20 x 0.79

FPD Dimming min 1%
(Forward Phase)
with junction box

20
40
60
96
150
200
300

20 Watt
40 Watt
60 Watt
96 Watt
150 Watt
200 Watt
300 Watt

IP14 Indoor 120V 24V 5.60 x 2.00 x 2.14
5.60 x 2.00 x 2.14
6.62 x 2.58 x 2.33
6.62 x 2.58 x 2.33
9.80 x 3.00 x 2.74
9.80 x 3.00 x 2.74
10.07 x 4.20 x 3.50
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MudFlex HC - Applications
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